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INSTALLATION INSTRUCTION S 
Dual Extreme  Rear Cat - Back  

20 -21  Chevy/GMC 2 500 Crew Cab, Long  Bed  6.6L GAS 

PART # 6571 4 
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 ITEM                      PART #                            QTY          DESCRIPTION 

A 999701103S 1 3.5ò Stainless Headpipe w/ Welded Hanger 

B 758351S 1 Superflow SFT Muffler  

C 999701104S 1 2.5ò Passenger side Overaxle pipe 

D 999701105S 1 2.5ò Driver Side Overaxle pipe (A) 

E 999701106S 1 2.5ò Driver Side Overaxle pipe (B) 

F 571-700448S-V 2 2.5ò Exit pipe 

G 800047 1 Driver Side Rear Exhaust Hanger   

H 5763 1 3.5ò Stainless steel band clamp 

I  5762 5 2.5ò Stainless steel band clamp 

J 500640 2 4.0ò Rolled Polished Stainless Tip 

K 4240 1 Rubber Grommet 

L BO-906 2 Exhaust Hanger Bolt Kit/Spare Tire Safety Cord Bracket Kit 

M BO-1028 1 Head Pipe Bolt Kit 

 

 
 
 

Thank  you for purchasing our Gibson E xhaust system for your v ehicle.  

 If you need further assistance, please do not hesitate to call our technical dept at (800) 528 -3044    
           Monday through Friday, 8:00 am to 5:00 pm. 12 /15  
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EXHAUST INSTAL LATION  
WHEN INSTALLING THIS EXHAUST SYSTEM MAKE SURE TO USE ALL THE PROPER SAFETY PRECAUTIONS.  USE JACK 

STANDS WHEN UNDER TRUCK, SET PARKING BRAKE, BLOCK TIRES AND USE SAFETY GLASSES.  
   DO NOT WORK WITH HOT PIPES!!!  

 
 

 

 

 

1.  Disconnect t he negative battery cable before removal of the OEM Exhaust. This will allow 

the computer to reset and recognize the new exhaust. Lay out the exhaust on the floor so it 

looks like the draw ing and compare parts with manual. Remove the factory ex haust by cut ting 

behind the factory muffler. Once the tail pipe has been remov ed un - bolt the muffler and head 

pipe at the flanges located behind the catalytic converters. Use wd - 40 or another type of 

penetrating oil to remove the rubber grommets. Do not da mage these t hey will be re used.  
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2 First you'll need to 

unbolt the factory 

flange and remove the  

exhaust. Next,  hammer 

out the studs protruding 

from the factory flange, 

then  install head pipe  

#A and tighten with 

allowance for adjustment  

using Bolt Kit #M.  

.  

3.  I nstall supplied 3 ½" 

clamp #H onto inlet end 

of new muffler #B and 

slip onto end of the 

head  pipe with 2 - 1/4" 

inserted into muffler.  

Muffler outlets will sit 

level.  Tighten with 

allowance for 

adjustment.  

 

4.  Relocate th e the 

factory spare tire ca ble 

bracke t to ten hole 

closer to the spare tire 

using bolt kit # L. You 

can install the 

passenger side 

overaxleipe. N ote all 

hangers  will sit in the 

rubber hangers level.    

5.  Install the D r iver 

side hanger into the 

factory existing  hole  in 

fram e. I nstall the Driver 

side pipes. Keep 

everything  loose until  

everything  i s installed.  

6.  With proper clearance 

from spare tire, install 

the exhaust tip onto the 

tai lpipe. The system was 

designed to have the tip 
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panel of the vehicle. 

Not e you can adjust the 

tip position inward or 

outward w ith rotation  of 

the  exit pipes.  

7. With a minimum of 1.5 �´ 
clearance on all pipes 

begin to tighten down all 

clamp connections from 

the front head pipe back.  

Be sure to double check 

all cleara nce after yo ur 

first heat cy cle.   
 


